
 
 
 
 
 

 
 

 

 

 
 
 
 
 

 
 
 

Technical specifications  
 
 EAS100/5 EAS200/5 EAS300/5 EAS500/5 EAS1000/5 EAS1500/5 
Enclosure 
in mm 
(HxWxD) 

1800x600x400 1800x1000x400 1800x1500x400 1800x2000x400 1800x3000x400 1800x4000x400 

Cabinet 
foundation
height 

100mm 100mm 100mm 100mm 100mm 100mm 

Cabinet 
colour 

RAL 7032 RAL 7032 RAL 7032 RAL 7032 RAL 7032 RAL 7032 

Door width 1 x 600 2 x 500 2 x 750 4 x 500 4 x 750  8 x 500 
·  Other dimensions and colours available on request 
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Alarm system 
EAS /05 
 

                                  
     
 
 
        Characteristics of the alarm system                                       
                                     

·  Use of standard well proven certified industrial 
components 

·  Easy to extend or change due to the modular concept  
·  All kind of alarm indication possible.  

(LED �  Touch screen) 
·  LED indication on every digital input for diagnoses 
·  Use of separate terminal boards suitable for different 

wire systems (no extra terminals or junction box) 
·  Each input and output is separately protected  
·  Easy to commissioning and service  
·  Low cost and world-wide available spare-parts 
·  Extendable to a large alarm system with up to  

2000 alarm inputs 
·  All classifications 

 

The alarm system EAS /05 replaces the 4th-generation 
alarm system based on printed circuit boards with 
conventional electronics.  
 
The system is built with standard well proven components, 
like the Siemens S7-300 Programmable Logic Controller in 
marine applications. This ensures a long-term support for 
service and spare parts. 
 
In the system the standard functions for the main engine 
guard are available. 
The actual cylinder temperatures can also be displayed.  
 
The basic alarm system consists of simple alarm handling 
only according to the necessary class rules. 
With several display systems and accessories it is possible 
to have an advanced alarm system. 
 
 

 

Product range ship electronics: 
 

·  Electronic telegraph TG-1(A) 
·  Alarm system EAS /05 
·  Signal Column SCU-1 
·  Bow thruster control BTC-2 
·  Frequency converters for bow thrusters and cargo  

pumps 
·  Power Management System PES-1 
·  Ballast system type: BES-1 

 

Eekels Elektrotechniek B.V. 
A. Plesmanlaan 2, 9615 TH  Kolham 
Postbus 4, 9600 AA  Hoogezand 
The Netherlands 
Tel. +31 598 36 17 36 
Fax +31 598 36 17 20 
 
Eekels Elektrotechniek B.V. 
Handelswei 24, 8501 XJ Joure 
The Netherlands 
Tel. +31 513 48 43 85 
Fax +31 513 48 43 80 
 

Eekels Romania S.R.L. 
Cod 6200 Galati Romania 
Str. Al. Moruzzi, Nr. 132 
Tel. +40 236 41 66 65 
Fax +40 236 41 63 71 
 
 
www.eekels.com 
verkoop.ie@eekels.com 
 
 
 
 

We deliver according to the EN 
directives and are ISO9001 certified.  

September 2004 
Data subject to change 

 

 

Eekels Elektrotechniek B.V. SSEN02 

PRODUCTS AND SERVICES MARKET  
Ship electronics 

      Alarm system 
Shipbuilding 

 



 
 

  
 
 

 
 

Basic EAS configuration 

Power supply 
230Vac & 24Vdc 

TP270 
 

- Exhaust gas temperature 
- Actual alarm 
- Alarm history 
- Values analogue inputs 
- Adjust set points 
(displayed in actual value with 
read-out in rates) 

OP3 

Back-up for TP270 
- Actual alarm 
- Value analogue 

inputs 
- Adjust setpoints 

S7_300

PLC rack 6 circuit boards. 
Each board can be delivered with 
32 digital or 8 analogue alarm 
inputs 

or 

Extension 

VDR with 6 potential free contacts 

Dead man system (DMS) /reset box  

Terminal modules for digital and analogue alarm 
inputs 

Specialties 
 

 
·  Colour enclosure 

RAL 7032 
Other RAL colours 
on request 

·  Delivery modules 
without cabinet for 
assembly in desks 
or other enclosures  

·  Lighting cove 
·  Writing desk 
·  Custom made 

cabinet 
·  Touch panel with 

mimics 
 

 

with 

or 

Extension 

 

 

Bridge signalling with 
12 alarm groups, 
status indicator, 
buzzer reset & 
central dimmer 

General 
 
Also for special requests Eekels TBI technology has the skills to find a 

tailor made solution for you ! 

Options  
 

 

Small 
Monochrome 
touch panel 

or 

Configured personal 
computer with UPS  

Printer for data  

S7_300

PLC extension rack for 8 circuit  
boards. 
Each board can be delivered with  
32 digital or 8 analogue alarm inputs  

UPS  

Bridge signalling 
up to 36 alarm 
groups 

or 

Serial interface with main diesel engine, bilge 
ballast system, power management system, tank 
level, fire alarm, etc. 

+ 
Exhaust gas 

Temperature  monitoring 
LED panel with 16 

LED’s 

 

Cabin watch  
unit with  

touch screen 

 

or 
Touch panel with 3 
separate bridge  
Groups for signalling  

Normally open contacts with signalling (failsafe) 

VDR link (NMEA-0183 protocol) or 

Cabin watch 
unit with 
LED’s 

Cabin watch unit. 
(max. 6 pcs. with duty) 


